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NN E\ N (D PROPOSED ARS01: PORTLAND CEMENT CONCRETE (10" DEPTH)
\\\ NN AN (2) PROPOSED AR209: CRUSHED AGGREGATE BASE (4" DEPTH)
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NNV (3) PROPOSED AR208: OVERSIZED AGGREGATE BASE (6" DEPTH)
NENENEVGENEN (® PROPOSED AR152: EARTH SHOULDERS
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ASAVE-NENENANEN
NARNNNN BITUMINOUS PAVEMENT EDGE SAWING
AR \\ ARRR THE EXISTING EDGE OF THE BITUMINOUS RUNWAY WILL BE SAWED (AS SHOWN ON
RAAMNRRARRR THIS SHEET) TO ELIMINATE ANY PAVEMENT EDGE ROLL DOWN AND PROVIDE A
ANANE N NANENE NN STRAIGHT EDGE TO MATCH AGAINST.
ANRRNARRRR THE EXISTING EDGE WILL BE SAWED (FULL DEPTH) AND THE WASTE MATERIAL WILL
SN NNNNN BE REMOVED AND DISPOSED OF IN THE DESIGNATED AIRPORT WASTE AREA.
NARRNARR THE RESIDENT ENGINEER WILL LOCATE WHERE THE EDGE OF THE BITUMINOUS WILL
ARRRARRR BE SAWED.
A NANANENENENAN
RN THE SAWING OF THE EXISTING BITUMINOUS PAVEMENT WILL BE CONSIDERED AS AN
- INCIDENTAL TEM TO THE BITUMINOUS PAVEMENT REMOVAL AND NO ADDITIONAL
NONNPE NN N sth 2451 COMPENSATION WILL BE ALLOWED.
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RUNWAY SAFETY
AREA IMPROVEMENTS
PROPOSED
CONSTRUCTION PLAN
FOR RUNWAY END 17

SAW CUT
otbo 100 LF. CONCRETE PAVEMENT SAWING
THE EXISTING CONCRETE WILL BE SAWED (AS SHOWN ON THIS SHEET) ALONG THE
\ EXISTING JOINT IN ORDER TO SEVERE ANY RE-INFORCING BARS.
saw cur | THE EXISTING JOINT WiLL BE SAWED (2/3 DEPTH) IN ORDER TO SAW COMPLETELY
105 LF. \ THROUGH ANY EXISTING RE—INFORCING BARS.
RUNWAY 17-35 STA. ~2472 THE RESIDENT ENGINEER WILL LOCATE WHERE THE CONCRETE WILL BE SAWED.
\ TAXINAY "C1* STA. 0+00
THE SAWING OF THE EXISTING CONCRETE PAVEMENT WILL BE CONSIDERED AS AN
SAW cut I8 INCIDENTAL ITEM TO THE CONCRETE PAVEMENT REMOVAL AND NO ADDITIONAL
110 LF. 3 COMPENSATION WILL BE ALLOWED.
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